
 

 

 

WARNING: Activities involving this equipment are generally dangerous. Users take 
responsibility for their own safety, decisions and actions. 

 

(A）INSTRUCTIONS： 

product model: Oval carabiner, type 013w 

Class：Class B（EN362:2004) 

Type：Automatic locking gate connector Class B（EN12275:2013) 

use of product: connector 

Material: Aluminum 7075 

Gate opening: 21mm 

EN12275 Requirements 

CONNECTOR that allows the user to connect directly or indirectly to an anchor point, 

or associate other parts of the equipment 

This product is mainly used to prevent the risk of falling from heights, when undergoing 
activities like mountaineering, rock climbing, outdoor expansion and sports activities.  

---EN 12275:2013  

PPE Regulation(EU)2016/425,EN362:2004 

This product is manufactured in accordance with the standard EN 12275:2013, in 
accordance 

with PPE Regulation (EU)2016/425,EN362:2004/B. 

 

EU Declaration of conformity available on website: 

 https://www.zitras.com/psaga-pruefungen 

 

This product is mainly used to prevent the risk of falling from heights, when undergoing 
activities like mountaineering, rock climbing, outdoor expansion, sports activities and/or 
working at heights. 

Caution: The hook will break if it reaches the breaking strength indicated on the 
body of the connector. 

 

 

https://www.zitras.com/psaga-pruefungen


 

 

Information for use according to EN 12275 

Pre-use, make sure to check: 

• That the rope always goes through the belayer, up against the rock and enters the 
back of the connector, comes out the front of the connector and is attached to the 
climber's harness. 

• That the gate is positioned in the cross direction of the climbing way 
• That the connector is not forced in three directions at the same time. 
• That no force is applied to the top of the buckle by an edge of an rock or an ledge 
• That Hook is in right position. Do not use while the hook is in horizontal position! 
• The gate of the connector every time before use. 
• gate before every use and make sure the gate has no problem when closing. If the 

connector cannot fully be closed due to the reason of sand, dirt, ice etc.. Check the 
connector constantly and clean the connector with dry cloth. Do not use, if gate 
doesn´t function properly. 

• That when using the device, twisting is avoided and twisting between the 
instruments, causing the gate to be opened.  

• The gate must not be opened while using under load. 
• That when the connector is suspended, the direction of the gate should be opposite 

to the path of the rope. 
• That the rope doesn´t press against the gate, otherwise the safety connector will 

open unexpectedly. 
• That when the gate is normally closed, the longitudinal main shaft has the largest 

bearing capacity, and the connector should never be subjected to lateral load. When 
you protect or descend, make sure that the connector is in effect and is in the 
correct position between guard ring and the device. 

Information for use according to EN 362: 

• This carabiner is designed for use with personal protective equipment that complies 
with current standards.  

• Care must be taken to ensure that the carabiner is correctly loaded. Transverse 
loading and loading of the gate must be excluded, as the carabiner has its maximum 
breaking load when closed in the longitudinal axis. 

• Warning: Do not use force to open the carabiner lock. 
• Make sure your equipment is compatible. select other components subject to 

relevant EN standard requirement 
• If the carabiner is used as part of a fall protection system, its length must be taken 

into account when assessing the fall height and the necessary free fall space (free 
space without obstacles below the user). 

• Friction of the carabiner on a wire rope will quickly and significantly damage the 
carabiner body, resulting in reduced breaking strength. Do not use the carabiner with 
wire ropes! 

• A manufacturer who incorporates this connector, e.g. a lanyard an energy 
absorber a fall arrester shall adopt the information given in the instruction of this 
connector  



 

 

• Self-closing connectors with manual gate should only be used if the carabiner is 
not frequently attached and removed. If carabiners need to be frequently opened 
and closed use a Self-closing connector with self-locking automatic gate. 

(B）How do I choose to use other components：To use with the connectors, please select 
other components subject to relevant EN standard requirement: the full body harness should be 
selected subject to the requirements EN 12277 or EN361. Check the compatibility of this 
product with the other components of your PPE (compatibility = functional interaction).  

（ C ）Effects of temperature and chemical reagents on products： 

• Aluminum gates lose strength at high temperatures. Do not use aluminum gates at 
temperatures above 80°C (176°F), and do not expose them to temperatures above 121°C 
(250°F)(According to EN12275). 

• If the product comes into contact with chemicals, acid solvents or gasoline, the 
performance of the product may be affected, so please do not continue to use the 
product 

（D）Maintenance： 

• The gate must be resilient to allow it to close completely. If the gate is difficult to open 
due to dust or the like, please wash it with water at a temperature not higher than 40 °C. 
After it is completely dry, add lubricant to the gate spring and wipe off the residual oil.  

• Pay special attention to cleaning after using it in sea environment. 

（E) Storage： 

• Do not store near heat sources 
• Do not touch corrosive substances such as acidic solvents, gasoline, etc. 
• Store in a clean and dry environment, avoid direct sunlight 

The above conditions will affect the storage and ageing of the connectors. Please be careful 
when using (According 12275). 

（F）Service life： 

The life of the connector depends on the use. Under normal use and maintenance, its 

life expectancy is about 10 years. However, when you are not sure if it is still reliable, or if the 

connector looks good, but if you think it may be damaged, then it will be eliminated! It is strongly 

recommended that you check the connector before and after each use for damage.  

If any of the following conditions, please immediately eliminate it (According 12275): 

• Cracked 
• Sharp edge 
• Gates and rivets loose 
• Gate becomes weak 
• Abrasion 
• The gate cannot be completely closed 
• Any structural deformation 



 

 

 

 

 



 

 

 

 

G) Markings 

1. Trademark of the manufacturer 

2. Product Model 

3. Minimum breaking strength in KN, gate closed, major axis 

4. Minimum breaking strength in KN, gate closed, minor axis 

5. Minimum breaking strength in KN, gate open, major axis 

6. Product Identification code 

7. connector type 

8. Month and Year of manufacture 

9. Read the instructions in the user manual 

10. Reference EN standard and Standard Year of Publication 

11. CE –marking under PPE Regulation (Reg. EU 2016/425) 

 

 

Information of Notified Body： 

Name: VVUÚ a.s. 

Address: Pikartská 1337/7, Ostrava-Radvanice, 716 07, Czech Republic 

Identification number of Notified Body: 1019 

The PPE is subject to the EU type-examination (Module B). 

The PPE is subject to an internal production control plus supervised product checks at 

MANUFACTURED PPE CONTROL (MODULE D) under surveillance of the notified body 0082 

 

manufacturer: 

Full name of company: Zitras Gesellschaft für sichere Höhenarbeiten mbH 

Address：Lessingstraße 84 / Haus 25c, 13158 Berlin, Germany 

 

 

 

 



 

 

 

Reference standard and year of publication： 

• EN12275:2013 
• EN362:2004 
• EN365:2004 

 

（H）Product production and use standards：  

• EN12275:2013 
• EN362:2004 
• EN365:2004 

（I) Product Health Statement 

Our products have no effect on human health and can be safely used. During the specific use of 
the product, users should follow the instructions. If you have any other questions, please 
contact the manufacturer. 

（J）These product instructions for use are sold together with the product. 

 

Name and contact details of the manufacturer: 

Zitras Gesellschaft für sichere Höhenarbeiten mbH 

Lessingstraße 84 / Haus 25c, 13158 Berlin, Germany 

Tel: +49-30-4172820 Fax: +49-30-41728219 

Mail: info@zitras.com / WEB : www.zitras.com 

 

Further information: 

• Beware about medical conditions that could affect the safety of the equipment user in 
normal and emergency use 

• Ensure a rescue plan covering all risks is in place before carrying out any work. 
• Warming: Do not make any alterations or additions to the equipment; any repairs have to 

be carried out by the manufacturer! 
• We cannot foresee every possible misuse and that’s why only experienced and trained 

people are authorized to use this equipment. 
•  Connectors made of aluminum are not recommended for use in saline environments. 
• Anchor device or structural member chosen to serve as the anchor point have to be 

chosen in regard to minimum required strength, suitability and position.  
• It is essential for safety that the anchor is positioned, and work carried out in such a way,  

as to minimize both the potential for falls and potential fall distance.  
• The anchor must be installed above the user to minimize fall distance, fall factor and 

possible impact on the user. Anchor point must fulfill requirements of EN 795. 

mailto:info@zitras.com


 

 

• For equipment for the use in fall arrest systems it is essential for safety supervisors to 
verify the free space required beneath the user at the workplace before each occasion of 
use, so that, in case of a fall, there will be no collision with the ground or other obstacle 
in the fall path. 

• The connector must not come in contact with other sharp objects which could damage 
it. 

• Never store it before having thoroughly dried it and avoid storing it in places with a high 
saline concentration. Except for the above-mentioned indications, there are no special 
precautions to be used during the transport.  

• Avoid leaving your equipment in a car or in a closed place exposed to the sun. 
• When several components are used together, dangerous situations can arise if the 

safety function of one item is hindered by another piece of equipment used 
• Legibility of certification can be checked on https://www.zitras.com/psaga-pruefungen 

 

 

The name, address and identification number of the Notified Body involved with the design 

stage:  

VVUÚ a.s. Notified Body No. 1019 

Pikartská 1337/7, Ostrava-Radvanice, 716 07, Czech Republic 

 

If the equipment is re-Sold in countries other than the original country of destination, the 

present instructions must be translated by the retailer into the language of the new country of 

destination. 

 

 

Maintenance instructions: 

 

• Before and after use, check that your carabiner is in good order 
• Check that the gate and its locking system are working properly: the gate must close fully 
• regardless of the position from which one releases it 
• The automatic locking device must operate in the same way, it must not obstruct the 

gate from 
• opening. 
• The connectors must be rinsed with clean water and dried in shaded areas. 
• Lubricate and moving parts after cleaning e.g. gate 

 

 

 



 

 

 

 

 

 

 

Instructions for periodic examination by a competent person 

Inspection must be carried out at least every 12 months or sooner during use 

Regular thorough inspection must be performed by a skilled and trained person (at 

least once per year) and record card must be filled out accordingly. 

 

Record Card for inspection: 

 

  


